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FORESTER : http://arystalifescience.co.za/files/Forester-WP_label-eng.pdf 

Compatibility  Active 
Ingredients 

Mixing Ground Application INVASIVE 
PLANTS 

Ground Application 
Method  

REMARKS 

FORESTER is NOT 
compatible with 
chemicals containing free 
ions of heavy metals. 
(Refer to USE 
RESTRICTIONS) 
 
Do not use in combination 
with any products 
containing heavy metals 
such as Calcium, Zinc, 
Manganese or Copper. 
 
FORESTER is compatible 
with the following 
products: 
VOLCANO 90 (L 2987); 
VOLCANO BLEND (L 6726); 
REALBUFF (L 5827); GET-
DOWN (L 3389) and H&R 
Crop Oil (L6802). For 
compatibility with any 
other products, consult 
your nearest dealer or 
technical representative. 
 

Metsulfuron-
methyl 
(sulfonylurea) 

Apply FORESTER as a post 
emergence spray. Each 
water-soluble sachet / bag 
contains a pre-weighed 
amount of product for a 
specified number of 
hectares. The sachet should 
be dropped as a whole unit 
into the required amount of 
water for pre-mixing and 
then added to the spray 
tank. 
 
The addition of a buffer and 
a wetter to the spray 
mixture is essential. 
 
Mix the required amount of 
FORESTER sachets with a 
small amount of water to 
form a smooth cream 
without any remaining 
powder. Half fill the spray 
tank, or pre-mix tank in case 
of aerial application with 
water. 
 
Add the buffer, agitate and 
then add the creamed 
product to the tank through 
a sieve. 
 
Top up the tank to 75 % of 
the required volume while 
agitating continuously. 
 

Ground application: 
(e.g. ground sprayer 
110 - 250 ℓ/ha) 
Add water up to 95 % 
and then add the 
required amount of 
Volcano 90, Volcano-
Blend, Agral 90 or H&R 
Crop Oil to the spray 
mixture. 
 
Fill the spray tank and 
wait until thoroughly 
mixed before 
application. 
 

Pinus and 
Eucalyptus 
species: 
 
WITHOLDING 
PERIOD:  
8 weeks after 
a coppice/cut 
stump 
application 
 

Apply the prepared spray 
mixture with a knapsack 
sprayer fitted with a solid 
cone nozzle or with a 
tractor-mounted sprayer 
fitted with a hydraulic spray 
boom and flat fan nozzles, 
correctly calibrated to 
deliver the recommended 
spray volume of 110 – 250 
litre spray mixture per 
hectare. 
 
Do not apply FORESTER 
over the top of newly 
planted trees, and do not 
allow leaves, or any other 
part of desired broadleaf 
trees/shrubs to come into 
contact with the spray 
mixture. 
 
 
 
 
 

Apply the prepared spray mixture at a 
constant speed and pressure of 200 – 
250 kPa. 
 
Mark treated areas accurately to avoid 
overlapping of spray mixture. 
 
Do not spray when the relative 
humidity is less than 45 %. 
FORESTER is slow acting, and green 
leaves may still be present several 
months after application. 
 
Do not replant desirable broadleaf 
trees/shrubs in the treated area 
within 12 months of application. 
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